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FLOOR CEILING CONVERTIBLE

SPECIFICATIONS

IDU
ODU

RPFC-4.0UFE1NH RPFC-6.5UFE1NH
RAS-4.0UFESNH1 RAS-6.5UFESMH1

RPFC-6.0UFE1NH
RAS-6.0UFESMH1

RPFC-5.0UFE1NH
RAS-5.0UFESMH1

Nominal testing conditions:
Cooling - Indoor (27°C DB / 19°C WB) & Outdoor (35°C DB / 24°C WB)
Heating - Indoor (20°C DB / 15°C WB) & Outdoor (7°C DB / 6°C WB)

RPFC-3.0UFE1NH
RAS-3.0UFESNH1

RPFC-3.5UFE1NH
RAS-3.5UFESNH1

Power supply (Indoor) V/Ph/Hz

Max.input consumption
Max.input current

Capacity (Rated)
Capacity (Range.Min~Max)

Cooling

Input
Current

EER
Capacity (Rated)
Capacity (Range.Min~Max)
Input
Current

Heating

W
A

kW
kW

kW
A

W/W
kW
kW

kW
A

Air Volume (Hi/Med/Lo) m3/h

Controller (Type/Model)
Drain pump

Indoor unit Dimension (W×H×D)
Weight (Net/Gross)

mm
kg

Compressor Type

Refrigerant piping Liquid/Gas
Max.pipe length

Cooling
Heating

mm(inch)

m
m

Ambient temperature 
°C

W/W

°C

kW

W/W

W/W

kW

Average (Cooling) Pdesignc

SEER

Pdesignh

V/Ph/Hz

100%

kWh/aAnnual energy consumption

100%

kWh/aAnnual energy consumption

Average (Heating)

Sound Level (SPL)(Hi/Med/Lo) dB(A)
Sound Level (PWL)(Hi) dB(A)

Air filter

Air Volume (Hi) m3/h

Refrigerant (Type/Amount) kg

Dimension (W×H×D)
Weight (Net/Gross)

mm
kg

Sound Level (SPL)(Hi) dB(A)
Sound Level (PWL)(Hi) dB(A)

m

Add Refrigerant Amount
Pipe Length for 
Additional Refrigerant

g/m

m

220~240/1/50 220~240/1/50220~240/1/50 220~240/1/50 220~240/1/50220~240/1/50
220~240/1/50 380~415/3/50220~240/1/50 380~415/3/50 380~415/3/50220~240/1/50

4,100
18.1

5,100
22.5

6,400
11.6

7,200
12.6

7,800
13.1

4,100
18.0

6.50
5.81

9.80
5.87

12.10
5.70

13.60
5.33

16.30
5.30

8.60
6.10

A+ A+ - - -A++
- - 225% 210% 209%-

391 585 803 940 876509
6.00

4.01
-

7.90

3.82
-

9.50

3.78
148%

12.20

3.55
139%

11.00

3.78
148%

6.50

4.10
-

A+ A - - -A+
2,168 2,825 3,868 5,015 4,5092,192

6.50
2.45~7.85

1.94
9.1

3.35

9.80
3.50~11.00

3.75
16.9

2.61

12.10
3.30~13.20

4.40
7.5

2.75

13.76
3.10~16.10

5.00
8.5

2.75

16.30
3.30~18.00

6.83
12.5

2.39

8.60
3.50~9.00

2.95
12.7

2.92
7.35
2.20~8.70

2.07
9.70

3.55

10.50
3.32~12.00

3.65
16.50

2.88

13.50
3.00~14.60

4.17
7.30

3.24

16.59
3.60~18.00

4.85
9.00

3.42

18.00
3.00~19.00

6.83
11.60

2.64

8.70
3.00~9.20

2.30
10.00

3.78
990×230×680
30/35

1,285×230×680
37/44

1,580×230×680
48/56

1,580×230×680
48/56

1,580×230×680
48/56

1,285×230×680
37/44

1,100/950/800 1,700/1,500/1,300 2,000/1,800/1,600 2,000/1,600/1,200 2,000/1,700/1,5001,450/1,120/900

51/48/44
65

54/52/51
65

54/51/48
68

58/52/46
75

56/53/48
74

54/48/43
65

Wireless/HCRA31NEWH
Optional (for ceiling installation)

Wireless/HCRA31NEWH
Optional (for ceiling installation)

Wireless/HCRA31NEWH
Optional (for ceiling installation)

Wireless/HCRA31NEWH
Optional (for ceiling installation)

Wireless/HCRA31NEWH
Optional (for ceiling installation)

Wireless/HCRA31NEWH
Optional (for ceiling installation)

Included Included Included Included IncludedIncluded

ROTARY ROTARY ROTARY ROTARY ROTARYROTARY

860×670×310
49/53

950×840×340
70/75

950×1,050×340
85/95

950×1,386×340
101.5/114.5

950×1,386×340
109/121

860×670×310
49/53

3,150 3,800 5,800 6,300 6,3003,150
54 58 62 62 6754

69 70 76 76 8070
R32/1.40 R32/2.00 R32/2.50 R32/3.00 R32/3.40R32/1.45

50
30

50
30

50
30

50
30

50

30

50
30

30 30 30 30 3030
28 28 28 28 2828

5 5 5 5 55

-15~+24
-15~+48

-15~+24
-15~+48

-15~+24
-15~+48

-15~+24
-15~+48

-15~+24
-15~+48

-15~+24
-15~+48

RPFC-5.0UFE1NH
RAS-5.0UFESNH1
220~240/1/50
220~240/1/50

6,400
28.2

12.70
5.93

-
234%

709
8.70

3.78
148%
-
3,133

12.70
3.30~13.20

4.53
19.7

2.80
13.30
3.00~14.60

4.04
17.60

3.29
1,580×230×680
48/56

2,000/1,800/1,600

54/51/48
68

Wireless/HCRA31NEWH
Optional (for ceiling installation)

Included

ROTARY

950×1,050×340
85/97

5,800
62

76
R32/2.50

50
30

30
28

5

-15~+24
-15~+48

RPFC-6.0UFE1NH
RAS-6.0UFESNH1
220~240/1/50
220~240/1/50

7,200
30.0

14.00
5.45

-
215%

899
12.00

3.68
144%
-
4,887

14.00
3.10~16.10

5.15
22.50

2.72
16.50
3.60~18.00

5.40
23.50

3.06
1,580×230×680
48/56

2,000/1,600/1,200

58/52/46
75

Wireless/HCRA31NEWH
Optional (for ceiling installation)

Included

ROTARY

950×1,386×340
101.5/114.5

6,300
62

76
R32/3.00

50
30

30
28

5

-15~+24
-15~+48
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